
 

 

 

NES-1K8-BC LED  

1.  -  

 

.   

 

 

 

a.  

 

b.  

    

WAGO 210-720, 

( : 3.5 * 0.5 mm)

 

c.   

   

          

   

 1.5 N.m T20 

M16  2.5 N.m 22mm 

M25  5.5 N.m 33mm 

M32  7.5 N.m 41mm 



 

 

2.  

a.  

  

 

b.  

 

LED 1

LED 2

LED 3

L

    

 

               L<  100m    1.5 mm2

100 m < L < 300m:      2.5 mm2

c.   

 

NES-1K8T210BC   

 

d.  

Tc  

  



 

 

 

LED  

80 C                        

 

                                                                        

 

Cabinet

平放安装

   200mm

   200mm

   200mm

   200mm

Tc

 

 

Cabinet

平放安装

   70mm   150mm

   200mm

 

e.  

LED  

https://www.inventronics-co.com/wp-content/uploads/2018/09/Installation-Instructions%EF%BC%9ALED-Drivers.pdf 

 

3.  

 AC  DC   (SELV)  

AC  /    

DC   /   

 (SELV)   /  

    / 

 

EN IEC 60598-1:2021 10.2.2  

  AC  DC   (SELV)  

AC  /  3660Vac 1830Vac 

DC   / 4400Vac 2200Vac 

 (SELV) 3660Vac 4400Vac / 1830Vac 

 1830Vac 2200Vac 1830Vac / 

 

https://www.inventronics-co.com/wp-content/uploads/2018/09/Installation-Instructions%EF%BC%9ALED-Drivers.pdf


 

 

4. MCB LED  

 

[Vac] [A] 50 % - 50 %[us] 

220  5.8  11200  

400  12  6800  

 

 MCB  @220Vac @400Vac( ) 

B6 0 0 

B10 0 0 

B16 1 1+1+1 

B20 1 1+1+1 

B25 1 1+1+1 

B40 2 2+2+2 

C6 0 0 

C10 0 0 

C16 1 1+1+1 

C20 1 1+1+1  

https://www.inventronics-co.com/technical-support/

